
25 CU. YD. CAPACITY
Also available: 20, 29, 32 
and 35 (trailer) cu. yd.

Easy access hopper: 3 cu. yd.

AN IDEAL SPLIT   
LOADER...

Our Eco-Splitter rear loader is designed for outstanding efficiency on dual stream 
routes. Simultaneously collect different types of refuse (trash, recyclables, 
organics, wet or dry waste, etc.) in independent compaction compartiments, 
engineered for clean and fast operations. The Eco-Splitter is a Chagnon product: 
reliable, safe and offering the best compaction to weight ratio possible.

MANY  
OPTIONS  
AVAILABLE:
Tippers, 
compressed 
natural gas, 
container winch, 
cameras and work 
lights, etc.

ECO-SPLITTER SERIES
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BODY
Floor 3/16” (4,.76 mm) 100 000 PSI QT-100 (single 

sheet,  curved).
Side wall 1/8” (3,17 mm) 180 000 PSI Hardox 450 (single 

sheet).
Roof section 1/8” (3,17 mm) 180 000 PSI Hardox 450 (single 

sheet).
Horizontal side post 1/8” (3,17 mm) 44 000 PSI (single sheet).
Configuration 60/40 or 40/60 (sealed).
Inner separation 3/16” (4,76 mm) 44 000 PSI (double wall, 

curved single sheets).

TAILGATE
Hopper floor 3/8” (9,53 mm) 180 000 PSI Hardox 450.
Walls (exposed section) 3/16” (4,76 mm) 100 000 PSI QT-100.
Unexposed section 10 ga. 44 000 PSI.
Carrier plate rail 1/4” (6,35 mm) 100 000 PSI QT-100, with re-

placeable wear UHMW shoes.
Removable cover 1/16” (1,587 mm) 14 ga.
Side renforcement 3/16” (4,76 mm) 44 000 PSI, fully welded with 

drain holes.
Tailgate “P” seal 84” high up the sides.
Tailgate latch Auto-locking system.
Hopper capacity 3 cubic yards.

SWEEP BLADE
Cylinder bracket 1/2” (12,70 mm) 100 000 PSI QT-100.
Packing face 1/4” (6,35 mm) 100 000 PSI QT-100.
Blade hinge bushing 2” (50,8 mm) aluminium bronze.
Hydraulic cylinder 5” (127 mm) bore with 3 1/2” chrome rod.

CARRIER PLATE
Face plate 3/16” (4,76 mm) 100 000 PSI QT-100.
Cylinder bracket 1/2” (12,70 mm) 100 000 PSI QT-100.
Hydraulic cylinder (2) 5” (127 mm) bore with chrome rod.

PUMP
Pump type Vane 38gpm @1,200rpm.
Installation type On crank shaft or P.T.O. mounted.

EJECTOR PANEL
Quantity 1 in each compartment
Front 3/16” (4,76 mm) 100 000 PSI QT-100.
Reinforcement 4” Channel (101,6 mm) 44 000 PSI.
Wear pad 8 Replaceable UHMW (nylon)
Ejector track 1/4” (6,35 mm) 44 000 PSI fully welded.
Hydraulic cylinder Telescopic - chrome rod

LIGHTS
Compliance FMWSS/CMVSS compliant.
Layout  
  
  

1 Turn & stop lights above hopper - each side. 
1 Turn & stop light bellow hopper - each side. 
1 License plate light above hopper. 
1 Turn signal mid body - each side.

PAINT
Paint colour Standard white. Sandblasted, epoxy primed with 

two (2) coats of high quality polyurethane.

HYDRAULIC
Tank Outside on frame - curb side - 70 gal. 
Ejection/Tailgate control Front of body - street side.

ACCESSORIES/STANDARD
Buzzer 1 Push button curb side.
Hopper light 1 Light inside hopper.
Access door 1 Streetside.

Hopper control 1 Set curb side.
Reverse warning signal Reverse signal activated - tailgate up.
Reflective tape Each side of body and tailgate.

COMPACTION RATE
Standard cyl. compaction rate 1000 lb. (454 kg) by cubic yard

Seamless curved walls and 
floor: optimal structural 
strenght, lighter body and 
greater leak resistance.

Deep, light and accessible 
hopper (3 cu. yd.) with 
optional retention panel. 

Heavy duty sweep blades 
equipped with a pressure 
relief system to prevent 
cylinder damage.

Packing system powered by 
identical (north american 
made) cylinders for easy 
maintenance.

Features

Specifications


